
James & Nicholson

JN1846 Worker Rain-Jacket

  Practical unisex rain jacket to draw over, versatile

Wind- and waterproof elastic fabric (10.000 mm water column)
Taped seams
Large, attached, adjustable hood, can be worn with a helmet
Width adjustment at the bottom hem
Hook and loop fastener for width adjustment on the sleeves
2 side pockets with yoke and press stud
Reflective elements (without protective function/no PPE) at the back
and on the sleeves
Zips: YKK

Fabric: Outer fabric: 60% polyester, 40%
polyurethane

Country of origin: Volksrepublik China

Customs tariff number: 61013090

Care instructions:

  e o d m U

Available colours

XS S M L XL XXL 3XL

Weight in g 551 g 569 g 588 g 616 g 641 g 664 g 689 g

VPE

(Pcs. per inner packaging

/ pcs. per outer packaging

1/10 1/20 1/20 1/20 1/20 1/20 1/20

4XL 5XL 6XL

Weight in g 719 g 747 g 775 g

VPE

(Pcs. per inner packaging

/ pcs. per outer packaging

1/10 1/10 1/10

Measurements in cm XS S M L XL XXL 3XL

1/2 chest 56,00 cm 59,00 cm 62,00 cm 65,00 cm 68,00 cm 71,00 cm 74,00 cm

1/2 bottom width 54,00 cm 57,00 cm 60,00 cm 63,00 cm 66,00 cm 69,00 cm 72,00 cm

front length from

shoulder

74,00 cm 75,00 cm 77,00 cm 79,00 cm 81,00 cm 83,00 cm 85,00 cm

length back from

shoulder

78,00 cm 79,00 cm 81,00 cm 83,00 cm 85,00 cm 87,00 cm 89,00 cm

sleeve length 65,00 cm 66,00 cm 67,00 cm 68,00 cm 69,00 cm 70,00 cm 71,00 cm

Measurements in cm 4XL 5XL 6XL

1/2 chest 78,00 cm 82,00 cm 86,00 cm

1/2 bottom width 76,00 cm 80,00 cm 84,00 cm

front length from

shoulder

87,00 cm 89,00 cm 91,00 cm

length back from 91,00 cm 93,00 cm 95,00 cm



Measurements in cm 4XL 5XL 6XL

shoulder

sleeve length 72,00 cm 73,00 cm 73,00 cm

  
Available colours

   black (blackC)  navy (296C)  olive (7497C)

  
Features

  
  OEKO-TEX® Stoff
  The fabric of this article has been tested for harmful substances and certified acc. to STANDARD 100 by OEKO-
TEX®

  Water column from 1.500 mm
  The ability to withstand water pressure without moisture penetrating into the material is given by the water column
(mm). The minimum standard is a water column of 1,500 mm.

  Taped seams
  To avoid moisture penetrating into the fabric, seams and stitches can get taped. Taped seams are 100 % water-
proof.
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